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ALL GENTER SEAMS AND SIDE EDGES
PLACE FOUR PADS ON BOTTOM OF SEALED WITH 24NCH WIDE TAPE AND
LINER AND FOUR PADS ON TOP OF AMINIMUM 2:INCH OVERLAP WITH THE
AREOSOL CANS (5) MANUFACTURER'S JOINT ALSO TAPED (6)
4 LINER IS TMSTED AND TAPED

OF 2{NCH WDE

DIAGONALLY WITH TWO STRIPS

PRESSURE-SENSITIVE TAPE. (6)
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DESCRIPTION

CAN, ROUND, AEROSOL SPRAY WITH PLASTIC CAP, (24 0z gr. wt), QTY. 16

9X9.5 X.125INCH, POLYPROPYLENE FOAM, NSN 8135-00-601-9221, 4PLY FOAM DIVIDED IN TWO, QTY. 16

14NCH WIDE, PRESSURE-SENSITIVE TAPE, FILAMENT-REINFORCED, IAW ASTM D5330, T

LINER, POLYETHYLENE, 24 X 30 X 004 INCHES, BAG

12x12x.25 INCH POLYPROPYLENE FOAM PAD, NSN &135-00-601-221

2INCH, CLEAR PACKAGING TAPE, CONFORMING TO C.LD. A-A830
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12X12X12 INCH, WEATHER-RESISTANT FIBERBOARD BOX, STYLE RSC, Vi, QTY. 1

RN:

DLAQ3F022



